


SecureMag™ Specifications IDRE-33XXXX

Electrical
Power Requirements:

Interfaces:

Environmental
Operating Temperature:
Storage Temperature:
Humidity:

Reliability
Operating Life:
Conformance:
Warranty:

Mechanical

Media Thickness:

Media Formats:

Slot Width:

Swipe Speed:
Dimensions(L)x(W)x(H):
Weight:

Indicators:

Cable Length:

Foot Print:

+5VDC +/-10%, 50mV ripple Max.
USB Keyboard, USB HID 5.5mA typical with LED, 8mA peak
USB Keyboard and USB HID

0°Cto 55°C (32°F to 131°F)
-30°Cto 65°C (-22°F to 149°F)
Maximum 95% non-condensing, dry storage

1,000,000 cycles minimum
1S0 7811 1-6
Two years, parts and labor

0.015 inches (0.381mm) to 0.035 inches (1.12mm)
IS0 7811, AAMVA, and CA DMV

0.050 inches (1.37mm)

310 60 inches per second, bi-directional

3.94 inches (100mm) x 1.38 inches (35mm) x 1.18 inches (30mm)

7 oz.
Tricolored LED, beeper
6-foot side exit cable (Bottom exit is an option)

DASHED LINE REPRESENTS
FLAT AREA OF TOP
RECTANGULAR LED
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OPTIONAL BOTTOM EXIT
(MUST BE REQUESTED)
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Value through Innovation

Corporate Headquarters:
10721 Walker Street, Cypress, California 90630
www.idtechproducts.com

(714) 761-6368 sales@idtechproducts.com

International Sales Office
Canada & South America:
+450 465 5261 (Canada) robertop@idtechproducts.com

European Sales Offices:
+49(0) 8851 6159900 (Germany)
emea@idtechproducts.com

150 9001 Certified
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